manufacturer of

video door phone

Information & specifications contained in this manual maybe be changed for the
benefit of product development and improvements.
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2-Wire Villa System I

2M34H7TWKCA

2M2907BKTA
2M2307BKCW

2M3200ANMO 2M3604BKHO

2D32BCBM02
—@ @ 4 L 4 4 —
2M2604BKHO
2D35BCBMO01
2D36ACBMO1
2D36BCBMO01
2D39BCBM04
2D40BCBMO01




Specification

Panel

TFT resolution

Connection/ Effective length
External memory card
Power(rated Power/standby power)
Operation

Dimension

Features

Lock control

Intercom transfer/ call/broadcast
DVR

Multimedia

Image capturing

Video/audio record
Calendar&alarm clock

Voice message

CCTV support

Wifi

DIGITAL

2M34H7WKCA
7inchHD/IPSscreen
1024*600

2-wire nonpolarity /100m
Yes(8G-256G)
DC15V-24V (4/1.5W)
Touch screen

174.3*112*19.4mm

Yes

Yes
Yes
Yes
Yes
Yes
Yes

Yes

Yes

[mm]
oo

Specification

Panel

TFT resolution

Connection/ Effective length
External memory card
Power(rated Power/standby power)
Operation

Dimension

Features

Lock control

Intercom transfer/ call/broadcast
DVR

Multimedia

Image capturing

Video/audio record
Calendar&alarm clock

Voice message

CCTV support

Wifi

2M2907BKCO

7"digital TFTLCD
800%480

2-wire nonpolarity /100m
Yes(8G-256G)
DC15V-24V (4W/1.5W)

Touch screen

208%143*23.5mm

Yes

Yes
Yes
Yes
Yes
Yes
Yes

Yes

No

2M2907BKCA

7"digital TFTLCD
800*480

2-wire nonpolarity /100m
Yes(8G-256G)
DC15V-24V (4W/1.5W)
Touch screen

208%143*23.5mm

Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
No

2M2907BKCW

7"digital TFTLCD
800*480

2-wire nonpolarity /100m
Yes(8G-256G)
DC15V-24V (4W/1.5W)
Touch screen

208%143*23.5mm

Yes

Yes
Yes
Yes
Yes
Yes
Yes

Yes

Yes



Specification

Panel

TFT resolution

Connection/ Effective length
External memory card
Power(rated Power/standby power)
Operation

Dimension

Features

Lock control

Intercom transfer/ call/broadcast
DVR

Multimedia

Image capturing

Video/audio record
Calendar&alarm clock

Voice message

CCTV support

Wifi

Model:2M2907BKTO

7 inch digital video door phone
‘Fashion design, friendly use by touch button

Features:
DIGITAL

2M2907BKTO

7" digital TFT LCD
800*480

2-wire nonpolarity /100m
Yes(8G-256G)
DC15V-24V (4/1.5W)
Touch button

208%143*23.5mm

Yes
Yes
Yes
Yes
Yes

Yes

Specification

Panel

TFT resolution

Connection/ Effective length
External memory card
Power(rated Power/standby power)
Operation

Dimension

Features

Lock control

Intercom transfer/ call/broadcast
DVR

Multimedia

Image capturing

Video/audio record
Calendar&alarm clock

Voice message

CCTV support

Wifi

Model:2M2907BKTA

‘7 inch digital video door phone
‘Fashion design, friendly use by touch button

Features:
DIGITAL

2M2907BKTA

7"digital TFT LCD
800*480

2-wire nonpolarity /100m
Yes(8G-256G)
DC15V-24V (4/1.5W)
Touch button

208*143*23.5mm

Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes

Yes
No

T
il

Electirc locl Automatic gate
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Model : 2M2307BKCO/2M2307BKCW

7 inch digital video door phone
‘Premier design, friendly use by touch screen

Features: DIGITAL
) HDVXIHV DIGIFAL

Specification

Panel

TFT resolution

Connection/ Effective length
External memory card
Power(rated Power/standby power)
Operation

Dimension

Features

Lock control

Intercom transfer/ call/broadcast
DVR

Multimedia

Image capturing

Video/audio record
Calendar&alarm clock

Voice message

CCTV support

Wifi

2M2307BKTO

7"digital TFT LCD
800*480

2-wire nonpolarity /100m
Yes(8G-256G)
DC15V-24V (4/1.5W)
Touch button

185*127*21.15mm

Yes

Yes
Yes
Yes
Yes
Yes
Yes

Yes

No

Specification

Panel

TFT resolution

Connection/ Effective length
External memory card
Power(rated Power/standby power)
Operation

Dimension

Features

Lock control

Intercom transfer/ call/broadcast
DVR

Multimedia

Image capturing

Video/audio record
Calendar&alarm clock

Voice message

CCTV support

Wifi

2M2307BKCO

7"digital TFT LCD
800*480

2-wire nonpolarity /100m
Yes(8G-256G)
DC15V-24V (4/1.5W)
Touch screen

185*127*21.15mm

Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes

No
No

2M2307BKCW

7"digital TFT LCD
800*480

2-wire nonpolarity /100m
Yes(8G-256G)
DC15V-24V (4/1.5W)
Touch screen

185*127*21.15mm

Yes

Yes

Yes

Yes

Yes
Yes
Yes

No

Yes



Specification

Panel

TFT resolution

Connection/ Effective length
External memory card
Power(rated Power/standby power)
Operation

Dimension

Features

Lock control

Intercom transfer/ call/broadcast
DVR

Multimedia

Image capturing

Video/audio record
Calendar&alarm clock

Voice message

CCTV support

Wifi

Model : 2M3604BKHO

‘4.3 inch digital video door phone
‘Premier design, friendly use by touch screen

Features: DIGIEAL

2M3604BKHO
4.3"digital TFT LCD
480*272

2-wire nonpolarity /100m
Yes(8G-256G)
DC15V-24V (3W/1W)
Touch button

180*118*22.5mm

Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes

No
No

Model : 2M3200ANMO

‘Digital 2 wire, nonpolar
and easy wiring

Specifications

Connection/ Effective length
Power(rated Power/standby power)
Operation

Dimension

Features

Lock control

Intercom to management Center
Ringtone adjustable

Ringvolume Adjustable

2M3200ANMO

2-wire nonpolarity /100m
DC 24V(1.5W/0.5W)

Mechanical buttons

180*77*34mm

Lock&Gate
Yes

Yes

Yes



Specification
Subscribers quantity
Camera image sensor
Viewing angle
Resolution

Night vision
Installation method
Operating temperature
Connection

Lock control

Gate control

Power

Dimension

RFID unlocking

Model : 2D32BCBMO01/02

-2 locks control

‘Night vision

‘Water proof

‘Support 1/2 subscribers

2D32BCBM01/02

1/2

1/4" color CMOS

110°

1080P

IR night LED

Surface

-25°C ~ +60°C

2 wire nonpolarity
12-24V AC/DC 2A NO
12-24V DC Max 150mA NO
15-24V
103*153.5*44.2mm
ID card

Specification
Subscribers quantity
Camera image sensor
Viewing angle
Resolution

Night vision
Installation method
Operating temperature
Connection

Lock control

Gate control

Power

Dimension

RFID unlocking

Model : 2D35BCBMO01
-2 locks control

‘Night vision

‘Water proof

‘Support 1 subscriber

2D35BCBMO01

1

1/4" color CMOS

110°

1080P

IR night

Surface

-25°C ~+60°C

2 wire nonpolarity
NCDC12V 0.35MAX NODC 12V 2A
AC1251A DCDC30V4A
DC12V-24V 0.3AMAX
152*55*21MM

ID card



Model: 2D36ACBMO1

‘Aluminum front panel

‘Lock control
‘Night vision

‘Water proof

‘Support 1 subscriber

Specification
Subscribers quantity
Camera image sensor
Viewing angle
Resolution
Installation method
Operating temperature
Connection

Lock control

Lock control

Gate control

Gate control

Power

Dimension

Support lock type

Gate control

2D36ACBMO1

1

1/4" color CMOS

110°

1920x1080 (1080p)
Surface mounted
-25°Cto+60°C

2-wire

NC Lock of DC12V 0.35A (Max)
NO Lock of DC12V <2A
AC125V current <1A
DC30V, currents4A

DC 12 -24V
142*56*34mm
DC5-24V electric lock

DC12V 0.35A (Max)

Specification
Subscribers quantity
Camera image sensor
Viewing angle
Resolution
Installation method
Operating temperature
Connection

Lock control

Lock control

Gate control

Gate control

Power

Dimension

Support lock type
Gate control

RFID unlocking

Model:2D36BCMO01
-Acrylic front panel
‘Lock control

‘Night vision

‘Water proof

‘Support 1 subscriber

‘Support ID card

2D36BCBMO1

1
1/4" color CMOS

110°

1920x1080 (1080p)
Surface mounted
-25°Cto+60°C

2-wire

NC Lock of DC12V 0.35A (Max)
NO Lock of DC12V <2A
AC125V current <1A
DC30V, current<4A

DC 12-24V
142*56*34mm
DC5-24V electric lock
DC12V 0.35A (Max)

ID card



Specification
Subscribers quantity
Camera image sensor
Viewing angle
Resolution

Night vision
Installation method
Operating temperature
Connection

Lock control

Gate control

Power

Dimension

RFID unlocking

Model:2D37BCBM01/02
2D38BCBM01/02

‘2 locks control

‘Night vision

‘Water proof

‘Support 1/2subscribers

2D37BCBM01/02 2D38BCBM01/02
1/2

1080P HD Camera

110°

1080P

IR night LED

Flush mounted
-25°C~+60°C

2 wire nonpolarity

NC 35mA(MAX)/NO 12V 2A
AC 125V 0.25A/DC30V 1A
18-30V

212*105*38MM

ID card

Specification
Subscribers quantity
Camera image sensor
Viewing angle
Resolution

Night vision
Installation method
Operating temperature
Connection

Lock control

Gate control

Power

Dimension

RFID unlocking

Model : 2D39BCBMO01/02/04

-2 locks control
‘Night vision
‘Water proof

‘Support 1/2/4 subscribers

2D39BCBM01/02/04

1/2/14

1080P HD Camera

110°

1080P

IR night LED

Flush mounted

-25°C ~+60°C

2 wire nonpolarity

NC 35mA(MAX)/NO 12V 2A
AC 125V 0.25A/DC30V 1A
18-30V

241.05*139*45MM

ID card




Specification
Subscribers quantity
Camera image sensor
Viewing angle
Resolution

Night vision
Installation method
Operating temperature
Connection

Lock control

Gate control

Power

Dimension

RFID unlocking

Model : 2D40BCBM01/02/04
‘Aluminum front panel

‘Lock control

‘Night vision

‘Water proof

‘Support 1/2/4 subscriber

2D40BCBM01/02/04

1/2/14

1080P HD Camera

110°

1080P

IR night LED

Surface mounted

-25°C ~+60°C

2 wire nonpolarity

NC 35mA(MAX)/NO 12V 2A
AC 125V 0.25A/DC30V 1A
18-30V
176.83*93.87*39.7MM

ID card

Specification
Subscribers quantity
Camera image sensor
Viewing angle
Resolution

Night vision
Installation method
Operating temperature
Connection

Lock control

Gate control

Power

Dimension

RFID unlocking

Model : 2D42ACBMO01
2D42BCBM02/04

-2 locks control

‘Night vision

‘Water proof

‘Support 1/2/4 subscribers

2D42ACBMO01/2D42BCBM02/04
1/2/4

1080P HD Camera

110°

1080P

IR night LED

Flush mounted

-25°C ~+60°C

2 wire nonpolarity

NC 35mA(MAX) /NO 12V 2A

AC 125V 0.25A/DC30V 1A
18-30V

Surface mounted(with rainhood) 200*95.6*39.2 MM

ID card (Only 2/4 buttons support)



Specification
Subscribers quantity
Camera image sensor
Viewing angle
Resolution

Night vision
Installation method
Operating temperature
Connection

Lock control

Gate control

Power

Dimension

RFID unlocking

Model : 2D41ACBMO1
2D41BCBMO02/04

-2 locks control
‘Night vision
‘Water proof

‘Support 1/2/4 subscribers

2D41ACBMO01/2D41BCBMO02/04

1/2/4

1080P HD Camera

110°

1080P

IR night LED

Flush mounted

-25°C ~+60°C

2 wire nonpolarity

NC 35mA(MAX)/NO 12V 2A
AC 125V 0.25A/DC30V 1A
18-30V

240*124.5*45MM

ID card (Only 2/4 buttons support)

2D37BCBMO05

2D38BCBMO00

2D37BCBMO00

MO-DIS3-002

PWO03A/B/C/D

- LH$ SDUR HQW \ GWP

2D37-EXT-M15

2D38-EXT-M30

MO-KP-012

MO-CA-001

NVv21

2D37BCBM20

2D38BCBM10

MO-B05-001/002

MO-KP-016

NH20

2D37BCBT05

2D38BCBT10

MO-B10-001/002

MO-NP-002

NL20



Specification
Subscribers quantity
Camera image sensor
Viewing angle
Resolution

Night vision
Installation method
Operating temperature
Connection

Lock control

Gate control

Power

Dimension

Model: 2D37BCBM20/2D38BCBM10

-Aluminum front panel

‘Lock control
‘Night vision
‘Water proof

2D37BCBM20

20

1/4" color CMOS

110°

1080P

IR night

Flush mounted

-25°C ~+60°C

2-wire nonpolarity
12-24V AC/DC 2A NO
12-24V DC Max 150mA NO

15-24V
325*130*60mm

2D38BCBM10

10

1/4" color CMOS

110°

1080P

IR night

Surface mounted
-25°C ~+60°C

2-wire nonpolarity
12-24V AC/DC 2A NO
12-24V DC Max 150mA NO

15-24V
302*105*38mm

Specification
Subscribers quantity
Cameraimage sensor
Viewing angle
Resolution
Installation method

Operating temperature

Connection
Lock control

Gate control

Power

Dimension

2D38BCBMO05

5
1/4" color CMOS

110°
1920x1080 (1080p)

Surface mounted
-25°Cto +60°C

2-wire

Model: 2D38BCBMO05

-Aluminum front panel
‘Lock control
‘Night vision
‘Water proof
-Support 5 subscribers

NC Lock of DC12V 0.35A (Max)

NO Lock of DC12V <2A
AC125V current <1A

DC 12 - 24V
212*105*38MM

DC30V, currents4A



Specification
Subscribers quantity
Camera image sensor
Viewing angle
Resolution

Night vision
Installation method
Operating temperature
Connection

Lock control

Gate control

Power

Dimension

RFID unlocking

Model : 2D38BCBMO00

2 locks control
‘Night vision
‘Water proof

2D38BCBMO00

72*8

1/4" color CMOS
110°

1080P

IR night LED

Surface

-25°C ~+60°C

2-wire nonpolarity
12-24V AC/DC 2A NO
12-24V DC Max 150mA NO
15-24V
302*105*38mm

ID card

Specification
Subscribers quantity
Camera image sensor
Viewing angle
Resolution

Night vision
Installation method
Operating temperature
Connection

Lock control

Gate control

Power

Dimension

RFID unlocking

Model : 2D37BCBMO00

2 locks control
‘Night vision
‘Water proof

2D37BCBMO00

72*8

1/4" color CMOS
110°

1080P

IR night LED

Flush mounted

-25°C ~+60°C

2-wire nonpolarity
12-24V AC/DC 2A NO
12-24V DC Max 150mA NO
15-24V
325*130*60mm

ID card



Model : 2D37BCBT05/2D38BCBT10 Model : 2D37-AC3-002/004

-2 locks control stainess stell frame for apartment outdoor station
‘Night vision -2 locks control

"Water proof ‘Night vision

‘Water proof

Specification 2D37BCBT05 /2D38BCBT10
Subscribers quantity 5/10

cemeraimage senser 14 colorchIOS Model : 2D38-AC3-002/004
Viewing angle 110°

Resolution 1080P aluminium alloy frame outdoor station
Night vision IR night LED -2 locks control

Installation method Surface/Flush mounted ‘N ight vision

Operating temperature _25°C ~+60°C ‘Water proof

Connection 2-wire nonpolarity

Lock control 12-24V AC/DC 2A NO

Gate control 12-24V DC Max 150mA NO

Power 15-24V

Dimension 325*130*60mm /302*105*38mm

RFID unlocking ID card
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